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SCPRO SERIES
SCPRO 4A / SCPRO 4A BT
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SAFETY INSTRUCTIONS

1. Read the instructions of this manual.

2. Keep these instructions in a safe place.

3. Heed all warnings.

4. Follow all instructions.

5. Please, respect your country safety regulations.
6. Don't use this device close to humidity places.

7. Don'tinstall it near any heat sources such as radiators, heat registers, stoves, or other apparatus (including
amplifiers) that produce heat. Make certain that the equipment is always installed so that is cooled and can't
overheat.

8. Only use attachments/accessories specified by the manufacturer.

9. The technical service is required when the device has been damaged in any way, such as liquid has been
spilled or objects have fallen into the device, doesn’t operate normally or has been dropped.

10. This device must be installed by a professional with experience and knowledge in electricity and audio distribution.
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The SCPRO series is composed by two installation amplifiers, SCPRO 4A and SCPRO 4A BT, with attractive
features which allow to make a big number of installations and diversified control possibilities.

Both devices have a sensitivity adjustment from -e= to 0dB and two operating modes: Bridge (normal mode)
and Parallel (for additional configurations). The shutdown function allows to enable the standby mode
remotely.

Together with the previous features, SCPRO 4A BT integrates Bluetooth compatibility, being able to play audio

signal from devices like smartphones. This signal will mix with the analogic audio input.

In order to cover the needs of several installation types, SCPRO series offers the following kits:

- SCPRO 4A (only amplifier)
- KIT SCPRO 4A 1: composed of SCPRO 4A + 1x C PRO 4 (loudspeaker) + 24Vdc external supply
- KIT SCPRO 4A 2: composed of SCPRO 4A + 2x C PRO 4 (loudspeaker) + 24Vdc external supply
- KIT SCPRO 4A 4: composed of SCPRO 4A + 4x C PRO 4 (loudspeaker) + 24Vdc external supply

- SCPRO 4A BT (only amplifier)
- KIT SCPRO 4A BT 1. composed of SCPRO 4A BT+ 1x C PRO 4 (loudspeaker) + 24Vdc external supply
- KIT SCPRO 4A BT 2: composed of SCPRO 4A BT + 2x C PRO 4 (loudspeaker) + 24Vdc external supply
- KIT SCPRO 4A BT 4: composed of SCPRO 4A BT + 4x C PRO 4 (loudspeaker) + 24Vdc external supply

TECHNICAL DATA
Amplified Module

SCPRO 4A SCPRO 4A BT
Output Power (Bridge) 1 x 40W 8Q) (24Vdc) 1 x 40W 8Q) (24Vdc)
Output Power (Parallel) 2 x 20W 4Q) (24Vdc) 2 x 20W 4Q) (24Vdc)
Sensitivity Vrms 225mVrms(bal) / 450mV(unbal); 225mVrms(bal) / 450mV(unbal);

sens 0dB sens 0dB

Output monitor Level Vrms 890 mVrms (nominal input line) 890 mVrms (nominal input line)
Recommended Power 24 Vdc - 1.7A 24Vdc - 1.7A
Supply
THD+N <0.08% <0.08%
Function modes Parallel / Bridge Parallel / Bridge
Gain 20dB 20dB
Minimum Load Parallel 4Q) / Parallel 400 /

Bridge 8 O Bridge 8 O
Dimensions (WxHxD) 99x30x89 mm 99x30x89 mm
Weight 2409 240 g




Connections
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SCPRO 4A / SCPRO 4A BT

Terminal block

14 pin Euroblock connector

Sensitivity Knob from -N to 0dB
Function mode selector Parallel / Bridge
Input Bal. 3 pin (IN+, IN-, GND) / Unbal. 2 pin (IN+, GND)

Shutdown function

1 pin (SD_TPA) + 1 pin GND

Monitor Output

Bal. 3 pin (Out+, Out-, GND) / Unbal. (Out+, GND)

Speaker 1 2 pin (+,-)
Speaker 2 2 pin (+,-)
Power 2 pin (24 VDC, GND)

CPRO 4 (Loudspeaker)

Elements 4" Woofer + 34" TWT
Low Impedance position (8Q)) 20W

(*) Power Taps (70V) 1,25W / 2,5W / 5W / 10W /20W
(*) Power Taps (100V) 25W/5W/10W /20W
Sensitivity (TW/1m) 87 dB

Frecuency Response 90Hz-20kHz

Material (front) ABS plastic

Material (grille+dome) Iron

Dimensions 204 x 137 mm
Mounting Hole £ 180mm

Weight 2,1 Kg

(*) These power taps are not operative using the amplification module.

WARNING !l Be sure to select ALWAYS the 8 Q position in order to avoid operating problems

FEATURES

Adjustable Sensitivity.

- Parallel: 2 x 20W 4Y (24Vdo).
- Bridge: 1 x 40W 8Y (24Vdc).

- Analog Input

- Bluetooth connectivity (only SCPRO 4A BT)

- Bridge mode / Parallel mode.

- Remote turn on and turn off.

- Line output

S
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INSTALLATION

SCPRO Series includes several kits:

SCPRO 4A or SCPRO 4A BT
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KIT SCPRO4A 1/KIT SCPRO4 A BT 1
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Before fixing the ceiling speaker, setup it according to the installations requirements and the following drawing.

- Select the power tap position in the loudspeaker (Accesible removing the grille). In that case “Low

impedance 8()".

- Inthe amplifier select “BRIDGE” position.
- Connect the speaker terminals in the amplifier (SPK1+ and SPK1-) to the loudspeaker. Remove the
metallic cover in order to access to the terminal block and connect them taking into account the

polarity.
WARNING !!!

It is important to emphasize that an incorrect configuration of the devices may cause failures.
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KIT SCPRO 4A 2/ KIT SCPRO 4 A BT 2

Before fixing the ceiling speakers, setup it according to the installations requirements and the following
drawing.

- Select the power tap position in the loudspeakers (Accesible removing the grille). In that case “Low
impedance 8Q)".

- Inthe amplifier select “PARALLEL" position.

- Connect speaker terminals in the amplifier (SPK1+ and SPK1-), to one loudspeaker and SPK2+ and SPK2-
to the other loudspeaker. Remove the metallic cover in order to access to the terminal block and
connect them taking into account the polarity.

WARNING !!!

It is important to emphasize that an incorrect configuration of the devices may cause failures.



