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MR 110 G / MR 110 S

Altavoces de jardín

● Altavoces de jardín

● 2 modelos disponibles: 

   MR 110 G (color gris)

   MR 110 S (color tierra)

● Woofer de 8” + TWT

● Para instalación de baja impedancia (8 Ω).

● Para instalación de línea 100V. 

● Transformador de línea con 4 posiciones 

    (3/7.5/15/30W). 

● Sensibilidad: 89 dB

● Frecuencia de crossfade: 4.5 kΩ

● Dimensiones: 400 x 300 x 230 mm

● Peso: 5,4 kg

Estos 2 altavoces permiten integrarse en una instalación al aire 

libre gracias a su tamaño, forma y color que imita una piedra de 

jardín (MR 110 G color gris, MR 110 S color tierra).

Incorporan un woofer de 8” y un Tweeter para obtener un sistema 

de 2 vías. Permite su instalación tanto en aplicaciones de baja 

impedancia (8 Ω) como tensión de línea de 100V.

Para este último modo, incorporan un transformador de línea con 

4 posiciones de potencia: 3/7.5/15/30W.

Tanto el selector de potencia de salida como la entrada del cable, 

se ubican en la parte inferior, disimulando su presencia e integran-

do el altavoz como un elemento más de decoración.

Características

Dimensiones

* En mm.
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MR 110 G / MR 110 S

Garden speakers

● Garden speakers

● 2 models available: 

   MR 110 G (grey color)

   MR 110 S (sand color)

● 8”  woofer + TWT

● For low impedance (8 Ω) installations.

● For100V line installations. 

● Line transformer with 4 positions: 

    (3/7.5/15/30W). 

● Sensitivity: 89 dB

● Crossfade frequency: 4.5 kΩ

● Dimensions: 400 x 300 x 230 mm

● Weight: 5,4 kg

These 2 speakers allow to be integrated into an outdoor facility 

thanks to its size, shape and color that mimics a rock garden (MR 

110 G grey color and MR 110 S sand color).

They feature a 8 “woofer and a tweeter for a 2-way system. They  

allow installation in both a low impedance (8 Ω) and line voltage 

of 100V.

For line voltage, they include a line transformer with 4 power posi-

tions: 3/7.5/15/30W.

Both the output power selector and cable entry are located at the 

bottom, hiding their presence and integrating the speaker as a de-

corative element.

Features
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Dimensions

* In mm.
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