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SAFETY INSTRUCTIONS

1. Read the instructions of this manual.

2. Keep these instructions in a safety place.

3. Heed all warnings.

4. Follow all instructions.

5. When the installation of this device, please, respect your country safety regulations.

6. Don't use this device close to the water or high humidity places. Clean only with dry cloth.

7. Don't install near any heat sources such as radiators, heat registers, stoves, or other apparatus (including
amplifiers) that produce heat. Make certain that the equipment is always installed so that is cooled and can't
overheat.

8. Don't block any ventilation openings. Install in accordance with the manufacturer’s instructions.

9. Protect the power cord from being walked on or pinched, particularly at plugs, convenience receptacles, and
the point where they exit from the apparatus.

10. Only use attachments/accessories specified by MARK.
11. Unplug this device during lightning storms or when unused for long periods of time.

12. The technical service is required when the device has been damaged in any way, such as power supply
cord or plug is damaged, liquid has been spilled or objects have fallen into the device, doesn't operate normally
or has been dropped.

13. To completely disconnect this apparatus from the AC mains, disconnect the power supply cord plug from
the AC receptacle.

14. The mains plug of the power supply cord shall remain readily operable.
15. WARNING - to reduce the risk of fire or electric shock, don't expose this device to rain or humidity.

16. Don't expose this equipment to dripping or splashing and ensure that no objects filled with liquids, such as
vases, are placed on the equipment.
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OVERVIEW

BEAM 196 is a moving head that combines advanced technology and a wide range of functionalities for the
creation of all kinds of lighting events.

BEAM 196 has 1 colour wheel with 13 colours + white, and 1 gobo wheel (14 gobos + spot) with shaking
function.

BEAM 196 integrates 3-facet rotary prism, functions as strobe and focus. Its touch LCD allows to navigate
through a complete menu system, including operating modes, device information, display control (rotation

and light off).

Technical Data:

Power Supply 110-240V 50/60 Hz
Consumption 230 W
Lamp type OSRAM 5R 200W
Lumens 12.000 Im /10m
Beam angle 0.6°- 4.58°
Dimmer 0-100 Linear Adjustment
Pan 5400 8-16 bit
Tilt 2700 8-16 bit
Operating modes DMX, Auto, Audio, Master/Slave
DMX Channels 16/20 channels
Colour wheel 13 colours + white
Gobo wheel 14 gobos + spot. Static + shake function
Input XLR 3-pin
Output XLR 3-pin
Dimensions (WxHxD) 470x330x270 mm
Weight 11 Kg
Features:

- Moving head with spot functionality.

- 16/20 DMX channels.

- 13 colours + white

- 14 gobos + spot. Static and shake function.
- 3-facet rotary prism.

- Touch LCD display and encoder.
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INSTALLATION

This product is only suitable for professional use and does not apply to security for other purposes.

This product is designed for indoor use, itis IP20 protection class. Lamps should be kept dry to avoid moisture,
overheating or dusty environment.

Prevent lamps get in contact with water or any other liquid in order to avoid problems as: fire, overheating,
electric shock or lamp explosion, causing serious injuries.

Be sure that when you install the unit in a truss system, all the truss clamps are well close and pressed. All the
structure where the devices are installed must perfectly support all the weight.

Anti-high temperature

Please don't use the equipment if the temperature is above 403 .
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The lens should be replaced when they are damaged or present any problem. Replace always with an original
lamp from MARK.

™

To prevent falling wounding
If the device is going to be transported please don't move the package by one person only. Please, verify that

the facilities are able to withstand the weight of the units at least 10 times more. Use always a steel wire as
auxiliary security between the device and the structure.
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UA protection and bulb explosion

Do not view the beam directly. Do not use the equipment without the lens. The lens and the light head covers
should be timely replaced if appears any sign of damage or rupture. The device should be used with the
protection screen together.

Prevention of electric shock @

The electrical connection must only be carried out by qualified personal. Before installing, be sure to connect
it to an electrical network that works under the same parameters.

The device must be properly grounded, installed in accordance with the relevant standards. Turn off the power
when stalling or replacing the lamp and the fuse. Don't use the device during a lightning storm or wet
environment.

To prevent burning of fire

1. Never install the device directly on the surface of ordinary combustible material.

2. Do not short-circuit the temperature protection switch or fuse and use the specified type of fuse in case of
replacement.

3. The equipment must be installed away from inflammable and explosive materials.

4. The equipment must have about 3 meters around free space.

5. Fans or ventilation must not be covered.

6. Do not place any object on the lens.

7. Allow the device to cool 20 minutes before storing.

8. Do not replace with non-original spare parts. Contact your MARK dealer.

Transport protect lock

In order to protect the equipment, the device has a vertical lock to avoid unwanted movements. During the
transport, the lock must remain closed.

About packing
1. Before storing the device, make sure the power is off and wait for at least 20 minutes to cool it down.
2. Before cleaning the lens, make sure X, Y axis are locked.

3. After packing it in its plastic bag, carry and move it using the two handles besides the product and put the
product into the flightcase.
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Unpacking

Note: Before unpacking, check it for any visible damage due to the transportation. If you find any damage,
please contact with the MARK dealer.

1. Open the flightcase and take out the inside plastic bag.

2. High-lift the product by two handles beside the bottom base and move it out.
3. Make sure you have opened the X, Y axis lock and, after that, power on the unit.
Attention

BEAM 196 includes a DMX cable with 3 contact pins:

Pin 1: Ground

Pin 2: Connect it to the negative pin

Pin 3: Connect it to the positive pin

The DMX cable must use the professional shielded twisted pair cable. Standard loudspeaker cable is not reliable
to control the long-range data. 24AWG cable is suitable. For more than 300 meters long-distance signal
transmission a \ DMX 512 signal amplifier must be added.

Don't overload the connection. One continuous connection can only support up to 30 devices.
If a DMX512 splitter is used, follow these instructions:

At first, connect the DMX512 terminal from the controller to the DMX input in the first device. Use another
cable to connect the DMX output to the DMX input of the second device, and so on. To prevent system errors,
the last device in a DMX chain needs to be equipped with a terminating resistor (120 ohm, 1/4 Watt).

120 Ohm 120 Ohm

BEAM 196 has on its front panel a touch display in order to navigate through several menus and select
functions, settings or information. Before turning on the device, make sure the PAN and TILT locks ARE
UNLOCKED. Connect the device to an adequate power supply point and the DMX signal from a console.

To connect more than one unit in parallel, please, follow this draw. The output of the first unit must provide to
the next DMX input of the signal, this way it is possible to send the signal to all the devices in the chain.
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ADVANCED USE

Control touch menus

ADDRESS: Set starting DMX address.

WORKMODE: Set the working mode (DMX, Audio, Master/Slave).

DISPLAY: Set display parameters (rotation, touch, Screen saver).

TEST MODE: Used to test the device (channels, functions).

ADVANCED: Set device running parameters (PAN/TILT reverse, Turn ON/OFF lamp)

STATUS: View device current status.
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