
GOLIATH

V.020915User Manual / Manual de Uso



                                             1 User Manual/Manual de Uso                                     GOLIATH

EN



PUSH PUSH

1. On-off main power switch.
2. AC power socket with main menu.
3. Speaker connector to satellite: Use pins +1 positive, -1 negative
4. Preset selector: Adjust the equalization according to the convenience of the installation.
5. THRU output: This is a connector in order to send the signal connected to the main input jack or a mix of
    input 1 and input 2.
6. Output selector: It allows to select the input driven  to the THRU output (5).
7. Input 2 (RCA): unbalanced audio input line level
8. Input 2 (COMBO): balanced input for mic and line level
9. Input 1 (COMBO): balanced input for mic and line level
10. Input 1 selector: It allows to select the input type (MIC or LINE).
11. Input 1 volume level
12: Input 2 volume level
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CONNECTION
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Left

Main Mix

Output

Signal Cable

Mixer

Right

Main Mix

Output

Signal Cable

GOLIATH SAT

Speaker Cable

Speaker Cable

Pole

GOLIATH SAT

Pole

GOLIATH SUBGOLIATH SUB



-.For Active Speaker Cabinets

1+

2+

1
-

2
-

Please use the power connectors to make connections with other signal source equipment for the
passive speaker cabinets. The power connector has four terminals:1+, 1-, 2+, 2-.

only

In our cabinets, only 1+/1- are used to connect the Speaker+/Speaker-, and 2+/2- are not used.

-.For Passive Speaker Cabinets

As to these circumstances,audio connections is mostly intended for the signal flow,so,determine the

wire configuration according to your real application system and its connecting facility.Normally,
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8 x 3.5", 104mm-1" Voice Coil

480 W AES

4

97 dB / 127dB Max

4

Coverage 100 H

two M8 hanging-points

1 x 12", 320mm-2.5" Voice Coil

40

96dB / 130dB Max

Convection-Fan

black / white

430 x 450 x 480 mm

2 x 700 W  AES Class-D

350 W AES

350 W AES

GOLIATH SAT

GOLIATH SUB
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35

760 29.92"x

6.95 kg / 15.33 lbs.

20.51 kg / 45.22  lbs.
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DESCRIPCION DEL PANEL TRASERO

1. Interruptor de encendido/apagado general.
2. Conector de alimentación AC.
3. Conector de altavoz para el satélite: use los pines +1 positivo, -1 negativo.
4. Selector Preset: Ajuste la ecualización de acuerdo a las características de la instalación.
5. Salida THRU: Este conector permite enviar la señal conecta a la entrada 1 o la mezcla de ambas 
    entradas (1 y 2).
6. Selector de salida: Permite seleccinar la entrada que se deriva a la salida THRU (5).
7. Entrada 2 (RCA): Entrada desbalanceada de nivel line
8. Entrada 2 (COMBO): Entrada balanceada para niveles line y mic.
9. Entrada 1 (COMBO): Entrada balanceada para niveles line y mic.
10. Selector entrada 1: Permite seleccionar el tipo de entrada (MIC o LINE).
11. Ajuste de volumen de entrada 1
12. Ajuste de volumen de entrada 2
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GOLIATH

CONEXIONADO
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GOLIATH SATGOLIATH SAT

GOLIATH SUBGOLIATH SUB

Soporte Soporte



Conexión a satélites

satélites pasivos. El conector tiene

En nuestros satélites

Conexión subwoofer activo

z

CONEXIONADO DE LOS CABLES
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Satélite

Potencia soportada

XLN 4

480 W AES

GOLIATH SAT

GOLIATH SUBSubwoofer Activo

Refrigeración

Alimentación

Construcción

2 x 700 W  AES Class-D

350 W AES

350 W AES
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2 320

4

96 130

430 x 450 x 480 mm

20.51 kg / 45.22  lbs.
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