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TECHNICAL DATA IC 550 T IC 660 T IC 880 T

Elements 5 1/4"woofer + 0.5" TWT 6 1/2“  + 0.5" TWTwoofer 8" + 0.5" TWTwoofer 

Power taps (100V line) 1.5W/3W/6W 1.5W/3W/6W 1.5W/3W/6W

Power taps (70V line) 0.75W/1.5W/3W 0.75W/1.5W/3W 0.75W/1.5W/3W

Sensitivity 87 dB 87 dB 87 dB

Max. SPL 95 dB 95 dB 95 dB

Frequency Response 81 Hz - 20 kHz 80 Hz - 20 kHz 62 Hz - 20 kHz

Material (baffle) ABS plastic (RAL 9003) ABS plastic (RAL 9003) ABS plastic (RAL 9003)

Material (grille) Iron Iron Iron

Mounting dimen. (Ø x D) 175 x 30 (max. ceiling thickness) 213 x 30 (max. ceiling thickness) 245 x 30 (max. ceiling thickness)

Dimensions (Ø x D) 205 x 80 mm 237 x 75 mm 275 x 98 mm

Weight  1kg  1.12kg  1.54kg

IC 550T/660T/880T

YELLOW   RED    BROWN    BLK





IC 550T/660T/880T

DATOS TECNICOS IC 550 T IC 660 T IC 880 T

Elementos 5 1/4"Altavoz + 0.5" TWT 6 1/2“  + 0.5" TWTAltavoz 8"  + 0.5" TWTAltavoz

Potencia  (Línea 100V) 1.5W/3W/6W 1.5W/3W/6W 1.5W/3W/6W

Potencia  (Línea 70V) 0.75W/1.5W/3W 0.75W/1.5W/3W 0.75W/1.5W/3W

Sensibilidad 87 dB 87 dB 87 dB

Max. SPL 95 dB 95 dB 95 dB

Respuesta en Frecuencia 81 Hz - 20 kHz 80 Hz - 20 kHz 62 Hz - 20 kHz

Material (bafle) Plástico ABS (RAL 9003) Plástico ABS (RAL 9003) Plástico ABS (RAL 9003)

material (rejilla) Hierro Hierro Hierro

Dim. de montaje (Ø x Pr) 175 x 30 mm (max. grosor de techo)213 x 30 mm (max. grosor de techo) 245 x 30 mm (max. grosor de techo)

Dimensiones (Ø x Pr) 205 x 80 mm 237 x 75 mm 275 x 98 mm

Peso  1kg  1.12kg  1.54kg

AM     ROJO    MARR.    NEGRO








